
C H A R G E  I T

Recharging is achieved by

inserting the Ni-MH battery

pack into the Scott Eagle X

desktop charging cradle. 

An optional Truck Charging

System (TCS), which securely

holds the entire camera 

assembly and recharges the

battery pack whilst still in the

camera’s handle, is also 

available. Both recharging

units will fully charge the 

battery pack in about two

hours.

The TCS can be mounted 

vertically or horizontally on a

flat surface in a vehicle or on 

a wall. The mounted assembly

has been tested to ensure it is

capable of securely retaining 

a mounted camera when 

sustaining impacts with forces

up to 9-G’s (NFPA 1901).

E A G L E  X ™

The Scott Eagle X is a user-friendly compact,
durable and lightweight thermal imaging camera.

Its fast-attack technology for easy interpretation
of images has proved invaluable in a wide variety
of firefighting, police, and security applications.

Inspired by end-user safety professionals requiring
heat source identification, the Eagle X design
utilises the same proven technology as the Scott
Eagle Imager 160 and offers all the must-have
features in a thermal imaging camera – without
numerous high-end options.

Simple to operate, reliable and cost-effective, the
Eagle X combines clear and crisp thermal imaging
technology in a compact, reliable and affordable
camera.

A F F O R D A B L E  T H E R M A L  I M A G I N G

Large 9cm diagonal LCD with
on-screen surface temperature
readout accurately assesses
thermal conditions

Innovative vanadium 
(VOX) ‘Firecooled’ 
microbolometer core

Available in high
visibility yellow or
stealth black

Exclusive ‘Image-on-
demand’ with trigger
finger activation 
preserves valuable 
battery life

Detector offers 160x120 focal
plane array, a 60Hz update 
rate and 600°C dynamic 
range

Ergonomic, streamlined
design for ease of use

Rugged polymer construction
for dependable service

2 hour rechargeable 
Ni-MH battery and
optional AA speed 
loader

See the advantages
Manufactured from heat-resistant 
polymer, the Eagle X is a rugged and
compact unit designed for ease-of-use –
even with gloved hands and in confined
spaces.

• Simple 1-button operation
• Lightweight – just 1.2 kg
• Large format 9cm screen displays 

finely detailed images for instant and 
accurate interpretation

• Exclusive ‘Image-on-demand’ feature  
preserves battery life

• Easy to hand-over
• Low maintenance

Safety in focus
The Eagle X revolutionary viewing 
technology employs a vanadium oxide
microbolometer for clear and accurate
imaging and enables the camera to 
generate clear, sharply detailed images 
in both neutral and high temperature
environments.

• 160 x 120 focal plane array
• 60 Hz update rate
• 600°C dynamic range divided into two 

temperature levels to maximise detector 
sensitivity and clarity of image

• Large format screen displays a wider 
range of thermal information

• 54° horizontal and 44° vertical field of 
view

• Digital radiometry feature for on-
screen read-outs of relative surface 
temperatures in rapidly changing 
thermal conditions
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E A G L E  X ™

A D VA N C E D  T H E R M A L  I M A G I N G  T E C H N O L O G Y

T H E  D I F F E R E N C E  I S  I N  T H E  D E TA I L

O R D E R I N G  I N F O R M AT I O N

Eagle X Case & Accessories

Part Number Description

2015860 Carrying case assembly (includes case & accessory parts designated * )

Spare NiMH battery *

Charger cradle & AC adapter *

DC adapter *

AA battery loader *

Neck/shoulder strap *

Carrying case only

AC adapter

Eagle X

Part Number Description

2015858 Eagle X Thermal Imaging Camera (Yellow Housing) with digital radiometry °C

Eagle X Truck Charging System & Accessories

Part Number Description

2015859 TCS assembly with DC adapter (includes accessory parts designated)

BATTERIES

Normally powered by a rechargeable nickel-metal hydride (Ni-MH) 
battery pack capable of providing up to two hours of continuous 
operation, the Eagle X also comes standard with a speed-loader 
carriage. The speed-loader accommodates six disposable AA batteries
which can provide up to one hour of continuous run time in back-up
or emergency situations. 

Easily visible battery life icon provides the user with a general 
indication of available Ni-MH battery power. A ‘Low Bat’ alert will
appear on the viewing screen when 20% of the Ni-MH battery power
remains. Both the Ni-MH battery pack and the speed-loader can be
changed out in a matter of seconds.

The Scott Eagle X employs proven, field-tested technologies. It is designed for
simplified operation and rugged use. Get a grip on easy, reliable, cost-effective
thermal imaging . . . the Eagle X from Scott.

POWER SAVING IMAGE-ON DEMAND

By simply pressing and releasing the thumb switch, the camera can be
placed in standby to conserve battery life. Green LED’s in both the front
and back of the thumb button will flash to indicate standby status.

When placed in standby, the Eagle X™ camera offers ‘Image on
Demand’ viewing. By just pressing the camera’s trigger finger front 
button, a thermal image is displayed instantly. The detector can also 
be instantly recalibrated and the image refreshed by quickly pressing
and releasing the thumb switch. The camera automatically recalibrates
approximately once every 60 seconds.

The Eagle X can be suspended by a strap and carried in a “ready-aim-
shoot” mode that significantly extends battery life. 

E A G L E  X  . . . N E X T  G E N E R AT I O N  VA L U E

Contact Us
Phone 133 166  Email firesafety.au@tycoint.com  Website www.wormald.com.au


